
TOP Series®

N-Type TOPCon

108 Cells (54) - 182mm

410 - 430WP

● Competitive low light performance
● Reduced power loss by minimizing the effect of shadow shading (9-12 BusBar)
● Positive (0 - 3%) tolerance in all our TOP Series® modules
● High Density Encapsulation
● Fully automated production at all stages

25-YEARWARRANTY
MATERIALS & PROCESSING

30-YEARWARRANTY

LINEAR POWER OUTPUT

EUROPEANWARRANTY &

AFTER-SALES SERVICE

Product Certifications
CE
EC 61215
IEC 61730
ISO 9001: Quality Management System
ISO 14001: Environmental Management System



TOP Series® TOP 410-430 M-108HC
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Mechanical parameters
Cell Orientation Mono N-Topcon Cells 182x91mm (108 pieces)

Junction Box IP68, three diodes

Output Cable 4.0mm² 1200mm(+) / 1200mm(-) or customized

Glass 3.2mm tempered coated glass, low iron

Frame Anodized aluminum alloy frame

Weight 21 kg

Dimensión 1724x1134x30mm

Packaging 36 pcs*pallet / 366 cs*20GP / 936pcs*40HC

Electrical Characteristics STC: AM1.5 1.000W/m2 NOTC: AM1.5 800W/m2 20º 1 m/s Test uncertainty for Pmax +-3%

Module type TOP - 410M-108HC TOP - 415M-108HC TOP - 420M-108HC TOP - 425M-108HC TOP - 430M-108HC

Testing condition STC NOTC STC NOTC STC NOTC STC NOTC STC NOTC

Maximum Power (Pmax/w) 410 308 415 312 420 316 425 320 430 323

Open Circuit Voltage (Voc/V) 37,73 35,84 49,5 36,02 38,11 36,2 38,30 36,39 38,49 36,57

Short Circuit Current (Isc/A) 13,91 11,01 11,4 11,09 14,07 11,09 14,15 11,26 14,23 10,31

Voltage at Maximum Power (Vmp/V) 31,13 29,57 41,3 29,72 31,51 29,72 31,70 30,02 31.88 30,17

Current at maximum Power (Imp/A) 13,17 10,42 10,54 10,5 13,33 10,5 13,41 10,66 13,49 10,71

Module Efficiency (%) 20,97% 15,75% 21.23% 15,96% 21,48% 15,96% 21,74% 16,37% 21,99% 16.52%

Operating Parameters Mechanical Loading

Operational Temperature -40ºC - +85ºC Front Side Maximum Static Loading 5400 PA

Power Output Tolerance (0, +3%) Rear Side Maximum Static Loading 2400 PA

Voc and Isc Tolerance ±3% Hailstone Test Diameter 25mm,
impact speed 23m/s

Maximum System Voltage 1500V DC

Maximum Series Fuse Rating 25 A Temperatura ratings (STC)

Nominal Operating Cell Temperature 45±2℃ Temperature Coefficient of Isc 0.046%/℃

Protection Glass ClassⅡ Temperature Coefficient of Voc -0.25%/℃

Fire Rating Class C Temperature Coefficient of Pmax -0.3%/℃

Specifications included in this datasheet
are subject to change without any notice

TAMESOL reserves the right of final interpretation
(2023200223V1)


